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PRODUCER: R3 NATURA, Lda. 

 

MATER IAL  POLYSTYRENE (PS) REFERE NCE NORM  NP EN 15342:2014 

 

Main Character ist ics  

 

CH A R A CT E R I S T I CS  UN I T  TE S T  ME T H O D  SP E CI F I CA T I O N  

Shape  Visual Flakes 

Colour  Visual 
Unicolour, Natural 

and Mix Colours 

Charpy impact strength kJ/m2 EN ISO 179-1, EN ISO 179-2 
or EN ISO 180 

3,8 – 50 

Melt mass flow rate (MFR) g/10 min EN ISO 1133, Condition H 1 – 60 

Particle size mm NP EN 15342 ≤12,5 

Vicat softening temperature °C EN ISO 306, Method A 94,6 – 99,9 

Non-target plastics’ content % 
Order No. 245/2017 

(Portuguese Legislation) 

<2 
(total mass, moisture-

free) 

Non-plastic components’ content % 
Order No. 245/2017 

(Portuguese Legislation) 

<2 
(total mass, moisture-

free) 
 

DETERMI NAT ION OF  

SPECI FIC ATIO NS  
Tests carried out, whenever possible, in an accredited laboratory in 
accordance with the reference standards. 

MANAGEMENT SY STEM  The production of plastic material is carried out under a Management System, 
certified according to the requirements of Order No. 245/2017 of 2 August, 
ensuring compliance with the criteria of the End of Waste Status (FER). 
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